
System 75 - Chemical Resistant (CR)- General Information

Accessories Overview Oalsident®
systeDJ.

A cleaner working environment

Ceiling columns

Used for mounting the System 75 Ceiling Mounted Extraction Arms.
The ceiling column is made of steel with a white polyester powder coating.
Available in two models with side connection or top connection to duct.

For standard lengths see below.

Other lengths, colours or acidproof stainless steel (AISI 316L) available on
request.

Connection diameter
With side connection: 80 mm
With top connection: max.100 mm

Length [mm] Weight app. [kg] Top connection Side connection

250 2.0 2-250-20

500 3.0 2-500-20 2-500-80

750 3.8 2-750-20 2-750-80

1000 4.5 2-1000-20 2-1000-80

1250 5.4 2-1250-20 2-1250-80

1500 6.1 2-1500-20 2-1500-80

1750 7.1 2-1750-20 2-1750-80

2000 7.9 2-2000-20 2-2000-80

2500 9.4 2-2500-20* 2-2000-80*

*) Available on request

Support Bracket for long ceiling column Part No.:2-75-5

For extra support of long ceiling columns.

For support with wire to deck or by fastening to ceiling rail system.

The support bracket is made of steel with a white polyester powder
coating. Other colours available on request.

Dimensions
Internal:
External:

100x 100 mm
200x200 mm

Cover Flange Part No.:4-200-200

Made to cover the perforation through a concealed ceiling. To be
glued on to the concealed ceiling around the ceiling column.

Dimensions
Internal: 100 x 100 mm
External: 200 x 200 mm
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